
FSP 600mm Freestanding Stockpots

• Compact; space saving size
• Suitable for use with pots up to 600mm in diameter
• Standard with adjustable Duckbill Burner
• Clean, simple, functional design
• Robust cast iron trivet with wok shaped contours
• Low working height for ease of use
• Optional: Round Burners for greater heat control
• 24 month ‘Platinum Warranty’
• Easy to clean and service

Technical Specifications for FSP-60

FSP-60

Model

1 duckbill burner stockpot

Description

90 mj

Nat Gas

90 mj

LP Gas

Freestanding Stockpot
• Standard: 90 mj 18 jet Duckbill Burner with pilot & FFD
• Optional: 57 mj Round Burner with pilot & FFD
• Internal shield to contain heat
• Zinc-aluminium Alloy Burner handle

Overall Construction
• Heavy duty construction
• Enamelled cast iron trivet
• Front cover and hob SS304 1.2mm stainless steel
• Side panels SS304 0.9mm stainless steel
• Undertray 0.7mm stainless steel
• Height adjustable stainless steel legs

Dimensions
• 600mm x 600mm x 530mm H
• Working height 500mm
• Weight 50kg
• Packed dimensions 650mm x 650mm x 700mm H
• Packed weight 65kg

Connections
• Gas 3/4” BSP male
• Gas 140mm from left, 50mm from rear, 155m to floor
• Supplied with gas regulator (specify Nat or LP on order)

Cleaning & Servicing
• Easy access to all parts & components from front

Options/Accessories
• Replace Duckbill Burner with Round Burner
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